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DESCRIPTION ) W:
naturaLED® Recessed Downlight Retrofits offer you an LED lighting Location
solution to replace 60W to 120W incandescent recessed lamp types. e,
Designed as an energy-efficient lighting solution for the industry’s
most popular 4, 5, 6 inch recessed downlight fixtures. Easy "
installation with Wet Location certified, our retrofit recessed ‘
downlights are dimmable, CRI 90 rated, and E26 adapter included. g \

Available RL in 3000K or multiple temperatures which can easily

select: 2700K, 3000K, 3500K, 4000K, or 5000K.

Rated Life 35,000/50,000 Hrs
APPLICATIONS _ o o Warranty 3 /5 Years
Bathroom, Over Mirror, Accent, Residential, Hospitalities

FEATURES ACCESSORIES

e Energy Star o

¢ |C Rated Trims (Black, Bronze, White, Chrome) *
*\Wet Location —~e.

* AirTight Certified "N | Emergency Driver

e ETL Listed

e Color Temp Selectable: 3000K/ CCT5 (27K/30K/35K/40K/50K)

e \oltage: 120V )
*Available for CCT5 models only

* CRI: 90
¢ Powerfactor >0.9 / v CcCT \
* Surge Protection: v SELECTABLE
3000K = 2.56KV \\ 5 f:olor temperat_ures
CCT5 = 1.5KV - with selector switch
® TRIAC/ Incandescent dimming ‘ féﬂ; | CCT: (2700K, 3000K, 3500K,
e Beam Angle: Flood g 4000K, 5000K)
e Operating Temperature:
3000K = 14° - 104° \_ /

CCT =5°F - 104°F
® 3 Year Warranty, 35,000 hrs (for Single CCT)
e 5 Year Warranty, 50,000 hrs (for CCT5)
e Optional for Purchase: Emergency Driver

LED6RL14-110L9CCTS

STYLE | DIAMETER | SERIES WATTAGE LUMEN CRI COLOR TEMP

LED 6 RL 14 110L 9 CCT5

LED Lighting | 5/6 inch Commercial 14 Watt 1,100 Lumens CRI1 90 Selectable
Recessed Light Color Temperature

2700K, 3000K, 3500K,
4000K, 5000K
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RL DOWNLIGHT CCT5 & 3000K

CEILING & AREA LUMINAIRES

ORDERING
Watts Ordering or Lumens Equiv. . Warrant Wet  Energy
(W) Code Description (Lm) Wattage (W) Size (yrs) ’ Location Star
9 9524 LED4RL9-55L930 3000K 550 60 4" 3 ° °
14 9525 LED6RL14-110L930 3000K 1,100 120 5/6" 3 ° °
10 9526 LED4RL10-75L9CCT5 27K / 30K/ 35K/ 40K / 50K 750 80 4" 5 ° °
14 9527 LED6RL14-110L9CCT5 27K/ 30K/ 35K/ 40K / 50K 1,100 120 5/6" 5 o o
ACCESSORIES (Ordered Separately) *Fits CCT5 Version only
Trim- Black Trim- Black Trim- Bronze
o P10170 RT-4RL9-BK o P10173 RT-6RL15-BK o P10404 RT-6RL15-BZ
- (Round Trim in Black for #9526) - (Round Trim in Black for #9527) (Round Trim in Bronze for #9527)
S S
K= Sl
2 Trim- Chrome 3 Trim- Chrome
- @ P10171 RT-4RL9-CH o @ P10174 RT-6RL15-CH N Base
= (Round Trim in Chrome for #9526) o (Round Trim in Chrome for #9527) 3 \ P10029 ADP-RLGU24-N
o © -
= 5 (GU24 Socket Adaptor)
L @ Trim- White/ Chrome = @ Trim- White/ Chrome
E QU P10172 RT-4RL9-CH-WH § _J  P10175 RT-6RL15-CH-WH
- (Round Trim in White/Chrome for #9526) o (Round Trim in White/Chrome for #3527) Emergency Driver
= ) ) o Trim- White e, 7337 BAEM25-170BC/347-C
Trim- White (25W Micro Inverter 120-247V
I PI0176 RTS-4RLS-WH P10177 RTS-6RL1S-WH with 12 Conduit 100W CCT3)
(Square Trim in White for #9526) (Square Trim in White for #9527)
DIMENSIONS
9W (4-inch) 14W (6-inch) 10W CCT5 (4-inch) - 1AW CCTS5 (6-inch)
0.31-lbs 0.55-1bs 0.60-1bs . 1.60-Ibs
_ 5.04” (128mm) fE =
S s < =
B 5 — o~
3 3 ‘ N =
- - = \ |
7.3" (186mm) " 509" (129mm) | | 73" (186mm) |
PHOTOMETRICS CHART PACKAGE
9W (4-inch) 10W (4-inch) CCT5  14W (6-inch) 14W (6-inch) CCT5 Case Qty Case Qty
Energy Star Energy Star Energy Star Energy Star 10 pcs 20 pcs

Thuminance at a Distance
Conter Beamfe Beam Wickh
arsle A aan
asgre A san
=

1.3 L6t

192fc A seht
50.8 fe, T0ft
zz1fe  wsf
142 ft
17.6ft
21.2Ft

ware A satk
37.0fc, \ 66t
B1fE a00f

3afh
6aft
96t
1290
16010
1930

628fc
410fc
282fc

Wysit, Spread: 67.6°
Mbioriz, Spread: 67.5°

1290
1600
1920

8.97fc
5850
4.03fc

WYert. Spresd: 50.1°
W Horiz, Spread: 90.2°

134
1661t
2008

123fc
804 1c
SS4fc

Wyert, Spread: 93.3°
Horiz. Spread: 53.3°

Distance
Beam Wit

a6
70f
1061t
1120
1760
2121

Tlluminance at a Distance
Center Beam fc Beam Width
17sfc A
46.5 fc,
203 fc
113fc
7.36 fc
507 fe

a8ht
130
1k
148f
1841
2248

EXT
23R
11.0ft
14810t
1830
2211

Wyert, Spresd: 95.6°
Wtioriz, Spread: 95.7°

© 2022 naturaLED® All rights reserved
www.naturaLED.com Toll-Free: 855.758.7009

2/2



	Notes: 
	Prepare By: 
	Date: 
	Schedule: 
	Project: 


